
Approximate weight:  1,076 lb  Mechanical /1,138 lb Hydraulic

	 1	 45,000	 20,412	 20	 6  	 44	 13

	 2	 37,597	 17,054	 23	 7 	  97	 30

	 3	 32,280	 14,642	 27	 8   	 158	 48

	 4	 28,281	 12,828	 31	 9  	  228	 69

	 5	 25,163	 11,414	 35	 11   	 306	 93

Layer		  Linepull			  Linespeed		 Cable Cap. – .875”ø
	 (lb)		  (kg)	 (fpm)		  (mpm)	  	 (ft)	 (m) 	(lb-in)	 (Nm)	 (lb-in)	 (Nm)	 (rpm)

13,089	 1,479	 9,458	 1,069	 max. 400

	Input Torque-Static	 InputTorque-Dynamic	 Input Speed

	 (∆ psi)	 (∆ bar)	 (gpm)	 (lpm)

	 2,325	 160	 40	 265

	 Pressure	 Flow

Hydraulic drive (30.0 CID Motor)

	 0.75	 442	 135

	 1.0	 291	 89

	Cable Size (in)	 Capacity (ft)	 Capacity (m)

8.00 BBI x 19.00 FL x 19.00 W

HYDRAULIC PERFORMANCE daTA Mechanical drive

45,000 lb.
Pulling Capacity
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