
VX-VALVES

APSCO Inc. is pleased to introduce complete range of next generation 3 & 4 

Way valves for the HD mobile equipment industry.  The VX valves feature 

static caged o rings providing superior durability and life cyclestatic, caged o-rings providing superior durability and life cycle.

VX-Valves can operate with a normal single supply and dual exhaust, or dual 

supply with a single exhaust.

Specifications

Body Anodized Aluminum

New Part #Description Ports

Pilot 
Port Mount

VX‐3 3 Way, 2 Position, Push Pull 1/4" 
NPT

‐ Panel, Thru 
Hole

Body Anodized Aluminum

O-Ring -40F to 225F

Pressure 150 psi Max

Flow 43 scfm @ 100 PSI

VX V l
NPT Hole

VX‐4 4 Way, 2 Position Push Pull 1/4" 
NPT

‐ Panel, Thru 
Hole

VX‐4‐ER 4 Way, 2 Position Push Pull, 
with 12V Electric Reset

1/4" 
NPT

‐ Panel, Thru 
Hole

VX‐3‐E 3 Way 12V Solenoid
1/4" 
NPT

‐ Thru Hole
VX – X - X - X

VX Valve

y
NPT

VX‐4‐E 4 Way 12V Solenoid 1/4" 
NPT

‐ Thru Hole

VX‐4‐N 4 Way, 3 Position, Push Pull, 
Neutral Detent (Center)

1/4" 
NPT

‐ Panel, Thru 
Hole

VX 4 AP 4 Way Air Pilot
1/4" 

1/8" Thru Hole

Type

Options

Function

Type Function Options
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MB015

VX‐4‐AP 4 Way Air Pilot
NPT

1/8 Thru Hole

VX‐4‐APS 4 Way Pilot Shuttle 1/4" 
NPT

1/8" Thru Hole

3 = 3 Way

4 = 4 Way

Default = Manual /Push Pull

E   = Electric Solenoid

AP = Air Pilot

APS = Air Pilot Shuttle

N = Neutral/Center Detent

ER = Electric Reset

M = Mufflers

F= Fittings
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